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 Proximity Sensors  No. 2013E004C 
 

Discontinuation Notice of Cylindrical Proximity Sensor E2AG Series. 
 

 

 Product Discontinuation  Recommended Replacement 
 Cylindrical Proximity Sensor  Cylindrical Proximity Sensor 

 Model E2AG Pre-wire Series
 

Model E2B Pre-wire Series 

 
[ Discontinuation date ] 

The end of March, 2014 
 
[ Caution on recommended replacement ] 

The cable of E2B series is only dia. 4 mm. 
The sensing distance of E2B M30 non-shield series is changed to 20 mm. 

 
[ Difference from discontinued product ] 

Recommended 
replacement Model 

Body 
Color 

Dimen
-sions

Wire 
connection

Mounting 
Dimensions

Charact 
-eristics 

Operation 
ratings 

Operation 
methods

E2B Pre-wire series ** * ** ** * * * 

 

** : Compatible 
*  : The change is a little/Almost compatible 
-- : Not compatible 
-  : No corresponding specification 
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[ Product Discontinuation and recommended replacement ] 
Product discontinuation Recommended replacement 

E2AG-S08KS01-WP-B1 2M  E2B-S08KS01-WP-B1 2M  

E2AG-S08KS01-WP-B2 2M  E2B-S08KS01-WP-B2 2M  

E2AG-S08KS01-WP-C1 2M  E2B-S08KS01-WP-C1 2M  

E2AG-S08KN02-WP-B1 2M  E2B-S08KN02-WP-B1 2M  

E2AG-S08KN02-WP-B2 2M  E2B-S08KN02-WP-B2 2M  

E2AG-S08KN02-WP-C1 2M  E2B-S08KN02-WP-C1 2M  

E2AG-M12KS02-WP-B1 2M  E2B-M12KS02-WP-B1 2M  

E2AG-M12KS02-WP-B2 2M  E2B-M12KS02-WP-B2 2M  

E2AG-M12KS02-WP-C1 2M  E2B-M12KS02-WP-C1 2M  

E2AG-M12KN05-WP-B1 2M  E2B-M12KN05-WP-B1 2M  

E2AG-M12KN05-WP-B1 5M  E2B-M12KN05-WP-B1 5M  

E2AG-M12KN05-WP-B2 2M  E2B-M12KN05-WP-B2 2M  

E2AG-M12KN05-WP-C1 2M  E2B-M12KN05-WP-C1 2M  

E2AG-M18KS05-WS-B1 2M  E2B-M18KS05-WP-B1 2M  

E2AG-M18KS05-WS-B2 2M  E2B-M18KS05-WP-B2 2M  

E2AG-M18KS05-WS-C1 2M  E2B-M18KS05-WP-C1 2M  

E2AG-M18KN10-WS-B1 2M  E2B-M18KN10-WP-B1 2M  

E2AG-M18KN10-WS-B2 2M  E2B-M18KN10-WP-B2 2M  

E2AG-M18KN10-WS-C1 2M  E2B-M18KN10-WP-C1 2M  

E2AG-M30KS10-WS-B1 2M  E2B-M30KS10-WP-B1 2M  

E2AG-M30KS10-WS-B2 2M  E2B-M30KS10-WP-B2 2M  

E2AG-M30KN18-WS-B1 2M  E2B-M30KN20-WP-B1 2M  

E2AG-M30KN18-WS-B2 2M  E2B-M30KN20-WP-B2 2M  

 
[ Body color ] 

Product discontinuation 
Model E2AG 

Recommendable replacement 
Model E2B 

Sensing surface: Black Sensing surface: Black  

 
[ Wire connection ] 

Product discontinuation 
Model E2AG 

Recommendable replacement 
Model E2B 

E2AG-□-□-B□ 

 
E2AG-□-□-C□ 

 
 

E2B-□-□-B□ 

 
 

E2B-□-□-C□ 
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[ Mounting dimensions ] 
Product discontinuation 

Model E2AG 
Recommendable replacement 

Model E2B 
E2AG-S08KS01-WP-B□/C□ 

 
E2AG-S08KN02-WP-B□/C□ 

 
 

 
 

 

E2AG-M12KS02-WP-B□/C□ 

 
E2AG-M12KN05-WP-B□/C□ 

 
 

 

E2AG-M18KS05-WS-B□/C□ 

E2AG-M18KN10-WS-B□/C□ 
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Product discontinuation 
Model E2AG 

Recommendable replacement 
Model E2B 

E2AG-M30KS10-WS-B□/C□ 

 
 
E2AG-M30KN18-WS-B□/C□ 

 

 
 

 

Mounting Hole 

 

Mounting Hole 
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[ Characteristics ] 
Item Product discontinuation 

Model E2AG 
Recommendable replacement  

Model E2B 
E2AG-S08KS01-[]-B1/ B2 
1.5 mm 
E2AG-S08KN02-[]-B1/ B2 
2.0 mm  

E2B-S08[]S01 
1.5 mm  
E2B-S08[]N02 
2.0 mm  

E2AG-M12KS02-[]-B1/ B2 
2.0 mm  
E2AG-M12KN05-[]-B1/ B2 
5.0 mm 

E2B-M12[]S02 
2.0 mm 
E2B-M12[]N05 
5.0 mm 

E2AG-M18KS05-[]-B1/ B2 
5.0 mm 
E2AG-M18KN10-[]-B1/ B2 
10.0 mm  

E2B-M18[]S05 
5.0 mm 
E2B-M18[]N10 
10.0 mm 

Sensing distance (±10%) 

E2AG-M30KS10-[]-B1/ B2 
10.0 mm  
E2AG-M30KN18-[]-B1/ B2 
18.0 mm  

E2B-M30[]S10 
10.0 mm 
E2B-M30[]N20 
20.0 mm 

Differential travel 10% max. of sensing distance 10% max. of sensing distance 

E2AG-S08KS01-[]-B1/ B2 
8 × 8 × 1 mm 
E2AG-S08KN02-[]-B1/ B2 
12 × 12 × 1 mm 

E2B-S08[]S01 
8 × 8 × 1 mm 
E2B-S08[]N04 
12 × 12 × 1 mm 

E2AG-M12KS02-[]-B1/ B2 
12 × 12 × 1 mm 
E2AG-M12KN05-[]-B1/ B2 
15 × 15 × 1 mm 

E2B-M12[]S02/S04 
12 ×12 × 1 mm 
E2B-M12[]N05 
15 ×15 × 1 mm 

E2AG-M18KS05-[]-B1/ B2 
18 × 18 × 1 mm 
E2AG-M18KN10-[]-B1/ B2 
30 × 30 × 1 mm 

E2B-M18[]S05 
18 × 18 × 1 mm 
E2B-M18[]N10 
30 × 30 × 1 mm  

Standard sensing object  
(Iron) 

E2AG-M30KS10-[]-B1/ B2 
30 × 30 × 1 mm 
E2AG-M30KN18-[]-B1/ B2 
54 × 54 × 1 mm 

E2B-M30[]S10 
30 × 30 × 1 mm 
E2B-M30[]N20 
60 × 60 × 1 mm  

E2AG-S08KS01-[]-B1/ B2 
1 kHz  
E2AG-S08KN02-[]-B1/ B2 
0.4 kHz 

E2B-S08[]S01 
2 kHz 
E2B-S08[]N02 
1 kHz 

E2AG-M12KS02-[]-B1/ B2 
0.8 kHz 
E2AG-M12KN05-[]-B1/ B2 
0.1 kHz 

E2B-M12[]S02 
1.2 kHz 
E2B-M12[]N05 
0.8 kHz 

E2AG-M18KS05-[]-B1/ B2 
0.5 kHz 
E2AG-M18KN10-[]-B1/ B2 
0.1 kHz 

E2B-M18[]S05 
0.6 kHz  
E2B-M18[]N10 
0.4 kHz 

Response frequency 

E2AG-M30KS10-[]-B1/ B2 
0.1 kHz  
E2AG-M30KN18-[]-B1/ B2 
0.1 kHz 

E2B-M30[]S10 
0.4kHz  
E2B-M30[]N20 
0.1 kHz 

Power supply voltage 
(operating voltage range) 

12 to 24 VDC.  
Ripple (p-p): 10% max. (10 to 30 VDC)

10 to 30 VDC  
(including 10% ripple (p-p)) 

Current consumption 13 mA max. 10 mA max. 
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Item Product discontinuation 
Model E2AG 

Recommendable replacement  
Model E2B 

Load 
current Open collector, 200 mA max. 

200 mA max.  
* Size M8 type 60 to 70°C:  
100 mA max. Control 

output 
Residual 
voltage 

2 V max.  
(under load current of 200 mA with 
cable length of 2 m) 

2 V max.  
(under load current of 200 mA with 
cable length of 2 m) 

Indicator yellow yellow  

Operation mode  
(with sensing object 
approaching) 

B1/C1 models: NO ;   
B2 models: NC  

B1/C1 models: NO ;   
B2 models: NC 

Protection circuits 
Reverse polarity protection,  
Surge suppressor,  
Load short-circuit protection 

Output reverse polarity protection, 
Power source circuit reverse polarity 
protection,  
Surge suppressor,  
Short-circuit protection 

Ambient temperature range Operating / Storage: -25 to +70°C  
(with no icing or condensation) 

Operating / Storage: -25 to +70°C  
(with no icing or condensation) 

Ambient humidity range Operating / Storage: 35 to 95% RH Operating / Storage: 35 to 95% RH 

Voltage influence ±10% max. of sensing distance in rated 
voltage range ±15% 

±1% max. of sensing distance in rated 
voltage range ±15% 

Insulation resistance 50 MΩ min. (at 500 VDC) between 
current carry parts and case 

50 MΩ min. (at 500 VDC) between 
current carry parts and case 

Dielectric strength 1,000 VAC, 50/60 Hz for 1 minute 
between current carry parts and case 

1,000 VAC at 50/60 Hz for 1 min 
between current carry parts and case 

Vibration resistance 10 to 55 Hz 0.75 mm double amplitude 
for 2 hours each in X, Y and Z directions

10 to 55 Hz, 1.5-mm double amplitude 
for 2 hours each in X, Y and Z directions

E2AG-M8 series 
500 m/s² 10 times each in X, Y and Z 
directions 

E2B-S08[]S01/N02 
500 m/s2, 10 times each in X, Y and Z 
directions Shock resistance 

E2AG-M12/18/30 series 
1,000 m/s² 10 times each in X, Y and Z 
directions 

E2B-M12/18/30 series 
1,000 m/s2, 10 times each in X, Y and Z 
directions 

Degree of protection IEC 60529 IP67 IP67 

Connection method Pre-wired models  
(Standard cable length: 2 m) 

Pre-wired models  
(Standard is dia. 4 mm PVC cable with 
length = 2 m, 5 m). 

Weight 
M8: Approx. 55 g 
M12: Approx. 65 g 
M18: Approx.140 g 
M30: Approx. 190 g 

M8: Approx. 65 g 
M12: Approx. 75 g 
M18: Approx. 100 g 
M30: Approx. 170 g 

Case M8: Stainless steel (SUS303) 
M12/18/30: Nickel plated brass 

M8: Stainless steel  
(Material specifications for stainless 
steel housing case: 1.4305 (W.-No.), 
SUS 303 (AISI), 2346 (SS).) 
M12/18/30: Nickel plated brass 

Materials 

Sensing 
surface PBT PBT 
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[ Operation ratings ] 
Product discontinuation 

Model E2AG 
Recommendable replacement 

Model E2B 
Engineering data (typical) 
Sensing Area 
DC 3-wire models/shielded 

 
 

DC 3-wire models/unshielded 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Engineering data (typical) 
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Product discontinuation 
Model E2AG 

Recommendable replacement 
Model E2B 

Influence of sensing object size and material 
DC 3-wire models/shielded 
E2AG-S08KS01-[]-C/B[] 

 
E2AG-M12KS02-[]-C/B[] 

 
E2AG-M18KS05-[]-C/B[] 

 
E2AG-M30KS10-[]-C/B[] 

 

Influence of sensing object size and material 
Shielded Models 
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Product discontinuation 
Model E2AG 

Recommendable replacement 
Model E2B 

DC 3-wire models/unshielded 
E2AG-S08KN02-[]-C/B[] 

 
E2AG-M12KN05-[]-C/B[] 

 
E2AG-M18KN10-[]-C/B[] 

 
E2AG-M30KN18-[]-C/B[] 

 

Non-Shielded Models 
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[ Operation methods ] 
Product discontinuation 

Model E2AG 
Recommendable replacement 

Model E2B 
Effects of surrounding metal 
Please keep the distance as the demensions of the 
following chart away from the surrounding metal. 
 

 

Effects of surrounding metal 
When mounting the proximity sensor within a metal 
panel, ensure that the clearances given in the Table 1 
are maintained. Failure to maintain these distance may 
cause deterioration in the performance of the sensor. 

 
 

 

 
 

 
 
 

Specifications and prices in this product news are as of the issue date and are subject to change without notice. 
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products. 
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