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 Product Discontinuation  Recommended Replacement 
 Transistor Output Unit  Transistor Output Unit 

 
Model C200H-OD21B 

Model CS1W-OD232 
Model CJ1W-OD232 

 
[ Discontinuation date ] 

The end of March, 2016 
 
[ Caution on recommended replacement ] 

If the customer is using C200H-OD21B installed on CS1 PLC backplane, replacing by CS1W-OD232 does 
not require the complete system to be changed. And the connector is reusable. 
If the customer is using those discontinued units installed on C200H PLC backplane, it’s necessary to 
replace by CJ or CS PLC system. 

 
[ Difference from discontinued product ] 

Recommended 
replacement Model 

Body 
Color 

Dimen-
sions

Wire 
connection

Mounting 
Dimensions

Charac-
teristics 

Operation 
ratings 

Operation 
methods

CS1W-OD232 * * * * -- -- * 

CJ1W-OD232 -- -- * -- -- -- * 

 

** : Compatible 
* : The change is a little/Almost compatible 
-- : Not compatible 
- : No corresponding specification 

 
[ Product Discontinuation and recommended replacement ] 

Product discontinuation Recommended replacement 

C200H-OD21B 
CS1W-OD232 

CJ1W-OD232 
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[ Characteristics ] 
Product discontinuation model Recommendable replacement model 

Transistor Output Unit 
Model: C200H-OD21B 

24 VDC, 0.5A, Sourcing, Terminal block,  
load short circuit protection, 32 outputs 

 

Transistor Output Unit 
Model: CS1W-OD232 

12 - 24 VDC, 0.5A, Sourcing, Terminal block, 
load short circuit protection, 32 outputs 
Connector is same as C200H-OD21B. 

 

Differences of specification are as follows:  
1) Output circuit specification 

• Output capacity (0.5A/point, 5A/Unit →  
0.5A/point, 2.5A/common, 5A/Unit) 

• Residual voltage (0.8V → 1.5V) 
• ON response time (0.1ms → 0.5ms) 
• OFF response time (0.3ms → 1ms) 

2) Internal current consumption 
5VDC: 160mA → 100mA 

 
Transistor Output Unit 
Model: CJ1W-OD232 

24 VDC, 0.5A, Sourcing, Terminal block,  
load short circuit protection, 32 outputs 

 

Differences of specification are as follows:  
1) Connector 
2) Output circuit specification 

• Output capacity (0.5A/point, 5A/Unit →  
0.5A/point, 2.5A/common, 5A/Unit) 

• Residual voltage (0.8V → 1.5V) 
• ON response time (0.1ms → 0.5ms) 
• OFF response time (0.3ms → 1ms) 
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[ Wire connection ] 
Product discontinuation model Recommendable replacement model 

C200H-OD21B 

 

CS1W-OD232 

 
 
 

CJ1W-OD232 

 
 

 
 

Specifications and prices in this product news are as of the issue date and are subject to change without notice. 
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products. 
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