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 Product Discontinuation 
Notices 

 

Issue Date 
March 2, 2015 

 Temperature Controllers  No. 2015032CE-2 

 
Discontinuation Notice of E5CN-U series  
(For China area only) 

 

 

 Product Discontinuation  Recommended Replacement 
 Basic-type Digital Temperature Controller  Digital Temperature Controller 

 
Model E5CN-U series Model E5CC-U series 

 
[ Discontinuation date ] 

The end of March, 2017 
 
[ Difference from discontinued product ] 

Recommended 
replacement Model 

Body 
Color 

Dimen-
sions

Wire 
connection

Mounting 
Dimensions

Charac-
teristics 

Operation 
ratings 

Operation 
methods

Model E5CC-U series * -- * * -- * * 

 

** : Compatible 
* : The change is a little/Almost compatible 
-- : Not compatible 
- : No corresponding specification 
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[ Product Discontinuation and recommended replacement ] 
Product discontinuation Recommended replacement 

E5CN-RTU E5CC-RW0AUM-000 

E5CN-RTDU E5CC-RW0DUM-000 

E5CN-R2TU E5CC-RW2AUM-000 

E5CN-R2TDU E5CC-RW2DUM-000 

E5CN-R2LU E5CC-RW2AUM-000 

E5CN-R1TU E5CC-RW1AUM-000 

E5CN-R1TDU E5CC-RW1DUM-000 

E5CN-R1LU E5CC-RW1AUM-000 

E5CN-QTU E5CC-QX0AUM-000 

E5CN-QTDU E5CC-QX0DUM-000 

E5CN-Q2TU E5CC-QX2AUM-000 

E5CN-Q2TDU E5CC-QX2DUM-000 

E5CN-Q2LU E5CC-QX2AUM-000 

E5CN-Q1TU E5CC-QX1AUM-000 

E5CN-Q1TDU E5CC-QX1DUM-000 

E5CN-Q1LU E5CC-QX1AUM-000 

E5CN-CTU E5CC-CX0AUM-000 

E5CN-CTDU E5CC-CX0DUM-000 

E5CN-C2TU E5CC-CX2AUM-000 

E5CN-C2TDU E5CC-CX2DUM-000 

E5CN-C2LU E5CC-CX2AUM-000 

E5CN-C1TU E5CC-CX1AUM-000 

E5CN-C1TDU E5CC-CX1DUM-000 

E5CN-C1LU E5CC-CX1AUM-000 

 
[ Body color ] 

Product discontinuation 
Model E5CN-U series 

Recommendable replacement 
Model E5CC-U series 

Housing color 
black 
sliver 

 

Appearnce and height of characters 

 
Height of characters 

PV: 11 mm,  
SV:6.5 mm 

Indicator color:  
PV in red (color switches to green and orange), 
SV in green 

Housing color 
black only 
 

 

Appearnce and height of characters 

 
Height of characters 

PV: 15.2 mm,  
SV:7.1 mm 

Indicator color:  
PV in white,  
SV in green 
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[ Wire connection ] 
Product discontinuation 

Model E5CN-U series 
Recommended replacement 

Model E5CC-U series 

No change 

 
 

  
Terminal screw: M3.5 
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[ Mounting dimensions ] 
Product discontinuation 

Model E5CN-U series 
Recommendable replacement 

Model E5CC-U series 

 
 
 

 

 
 
Mounting adapter 
Model Y92F-30 

 
 
 

There is no change in the panel cutout 
dimensions. 
 

 

 
 
Mounting adapter 
Model Y92F-49 
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[ Ratings ] 

Item 
Product discontinuation

Model E5CN-U series 
Recommended replacement

Model E5CC-U series 

Power consumption 
100 to 240 VAC: 6 VA (max.)  
24 VAC/VDC: 3 VA/2 W (max.) 

Models with option selection of 000:  
5.2 VA max. at 100 to 240 VAC, and 3.1 VA 
max. at 24 VAC or 1.6 W max. at 24 VDC 

All other models:  
6.5 VA max. at 100 to 240 VAC, and 4.1 VA 
max. at 24 VAC or 2.3 W max. at 24 VDC 

Input impedance 
Current input: 150 Ω max.,  
Voltage input: 1 MΩ minimum. 

Current input: 150 Ω max.,  
Voltage input: 1 MΩ minimum. (No change) 

Control 
outputs 

Relay 
output 

SPDT, 250 VAC, 3 A (resistive load),  
Electrical life: 100,000 operations,  
Minimum applicable load:5 V, 10 mA  
(reference value) 

SPDT, 250 VAC, 3 A (resistive load),  
Electrical life: 100,000 operations,  
Minimum applicable load: 5 V, 10 mA  
(reference value) 

Voltage 
output  
(for driving 
SSR) 

Output voltage: 12 VDC ±15% (PNP),  
Max. load current: 21 mA,  
With short-circuit protection circuit 

Output voltage: 12 VDC ±20% (PNP),  
Max. load current: 21 mA,  
With short-circuit protection circuit 

Current 
output 

4 to 20 mA DC/0 to 20 mA DC,  
Load: 600Ω max.,  
Resolution: approx. 10,000 

4 to 20 mA DC/0 to 20 mA DC,  
Load: 500Ω max.,  
Resolution: approx. 10,000 

Indication method 

11-segment digital display and individual 
indicators (7-segment display also possible) 
Character height:  

PV: 11 mm,  
SV: 6.5 mm 

Indicator color:  
PV in red  
(color switches to green and orange),  
SV in green 

11-segment digital display and individual 
indicators 
Character height:  

PV: 15.2 mm,  
SV: 7.1 mm  

Indicator color:  
PV in white,  
SV in green 

Multi SP function 
Up to four set points (SP0 to SP3) can be saved 
and selected using key operations, or serial 
communications. 

Up to eight set points (SP0 to SP7) can be saved 
and selected using the key operations, or serial 
communications. 

Other functions  
(change points) 

― 

Functions to be deleted 
Counting control output ON/OFF,  
Switching indicator colors,  
Switching indicator characters 

Functions to be added 
Moving average of inputs,  
Setting indicator luminance,  
Work bit message,  
Indicating parameter changes,  
Shifting digits 
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[ Characteristics ] 

Item 
Product discontinuation

Model E5CN-U series 
Recommended replacement

Model E5CC-U series 

Input sampling cycle 250 ms 50 ms 

Integral time ( I ) 0 to 3999 s (in units of 1 s) 
0 to 9999 s (in units of 1 s),  
0.0 to 999.9 s (in units of 0.1 s) 

Derivative time ( D ) 0 to 3999 s (in units of 1 s) 
0 to 9999 s (in units of 1 s),  
0.0 to 999.9 s (in units of 0.1 s) 

Proportional band ( P )  
for cooling 

― 

Temperature input:  
0.1 to 999.9°C or °F (in units of 0.1°C or °F) 
Analog input:  
0.1% to 999.9% FS (in units of 0.1% FS) 

Integral time ( I )  
for cooling 

― 
0 to 9999 s (in units of 1 s),  
0.0 to 999.9 s (in units of 0.1 s) 

Derivative time ( D )  
for cooling 

― 
0 to 9999 s (in units of 1 s),  
0.0 to 999.9 s (in units of 0.1 s) 

Control cycle 0.5, 1 to 99 s (in units of 1 s) 0.1, 0.2, 0.5, 1 to 99 s (in units of 1 s) 

Dielectric strength 
2,300 VAC, 50 or 60 Hz for 1 min  
(between terminals with different charge) 

3,000 VAC, 50/60 Hz for 1 min  
between terminals of different charge 

Weight 
Controller: Approx. 110 g,  
Mounting Bracket: Approx. 10 g 

Controller: Approx. 100 g,  
Adapter: Approx. 10 g 

Setup tool CX-Thermo version 4.0 or higher CX-Thermo version 4.61 or higher 

Setup Tool port 

Provided on the bottom of the E5CN.  
Use this port to connect a computer to the 
E5CN when using the Setup Tool.  
An E58-CIFQ1 USB-Serial Conversion 
Cable is required to connect the computer 
to the E5CN. 

E5CC top panel:  
An E58-CIFQ2 USB-Serial Conversion Cable is 
used to connect to a USB port on the computer. 

Standards 
Approved 
standards 

UL 61010-1,  
CSA C22.2 No. 1010-1 

UL 61010-1,  
KOSHA certified (some models),  
Korean Radio Waves Act (Act 10564) 
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[ Operation ratings ] 
Product discontinuation 

Model E5CN-U series 

Input range 

 

 
Recommended replacement 

Model E5CC-U series 

Input range 
The set values 19 or higher for input ranges will be changed. 
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Product discontinuation 

Model E5CN-U series 

Alarm types 
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Recommended replacement 

Model E5CC-U series 

Alarm types 
 The set values 14 and higher were newly added for the alarm types. 
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[ Operation methods ] 

Product discontinuation 
Model E5CN-U series 

 

 

 
Recommended replacement 

Model E5CC-U series 

When compared with E5CN, the shift key (PF key) is added to E5CC. 
When this key is disabled, the same operation as with E5CN is possible.  
 

 

 
 
 

Specifications and prices in this product news are as of the issue date and are subject to change without notice. 
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products. 
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